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Certificate of Conformance

FEEPORT NO: BSE/F5/005/2022
(A) INSPECTION REFERENCE I
Based on ISO 2859-1:1999

DATE OF INSPECTION
CUSTOMER ORDER
QUANTITY CASES
JLOT NUMBER

IBRAND NAME
PRODUCTION DATE
EXPIRATION DATE

- 09-June-2022
T EP-1397-FO
1 244 cases

. Size Small - EP-1397/0001 - 0039, Size Medium - EP-1397/0040 - 0194,
. Size XLarge - EP-1397/0195 - 0201, Size XSmall - EP-1397/0202 - 0240,
. Size XXLarge - EP-1397/0241 - 0244
- FISHERBRAND - Nitrile Cleanrcom Gloves Class 100, 300mm. Ambidextrous, Non-sterile
- Mar 2022
- Feb 2027

(B) TYPE OF INSPECTION | ORIGINAL INSPECTION
(C) CONSIGNMENT QUANTITY / SIZE BREAKDOWN / SAMPLES |
Nitrile 200mm C 100
Quantity per consumer package 100 pcs/polybag
Quantity per shipping carton 10 polybags/case
SIZE 5 M XL XS XXL Total
s OF CARTONS 39 155 7 39 4 244
L OF PIECES 39000 155000 7000 39000 4000 244000
% OF TOTAL 16 64 3 16 2 100
¢ OF PCS OF SAMPLES 13 51 2 13 1 80
(D) VISUAL INSPECﬂON - MAJOR & MINOR DEECTS
INSPECTION LEVEL
MAJOR DEFECTS [(=sq4 | AaL [ 28 | MAXIMUM ALLOWABLE
MINOR DEFECTS [ (=4 ] AQL  [an ] MAXIMUM ALLOWABLE
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MAJOR SIZe . S M KL xS XKL Total]
sample pes. 13 51 2 13 1 80
Tearing (beading) 0 0 0 0 0 0
Oily 100k 0 0 0 0 0 0

Total . 0 0 0 0 0 0
[ MINOR SIZe S M KL XS XKL Total
sample pes: 13 51 2 13 1 80
|cumps 0 0 0 0 0 0
|[Embedded stain 0 0 0 0 0 0
Istickiness 0 0 D 0 0 0|
[Removable dirt 0 0 0 0 0 0
IThin spot 0 0 D 0 0 0
IBlack dot 0 0 D 0 0 0
Ioirt 0 1 D 0 0 1
|stain 0 0 [ 0 1 2
IRoll beading 0 0 0 0 0 0
0 0 0 0 0 0
0 0 0 0 0 0
Total - 0 1 1 0 1 3
&) VISUAL INSPECTION - BARRIER DEFECTS (HOLES/PIN HOLES) |
INSPECTION LEVEL AQL MAXIMUM ALLOWABLE
SIZE SAMPLE | CUFF PALM CROTCH FINGER FITIP | OTHERS | TOTAL
SIZE
S 13 0 0 0 0 0 0 0
M 51 0 0 0 0 0 0 0
XL 2 0 0 0 0 0 0 0
XS 13 0 0 0 0 0 0 0
XKL 1 0 0 0 0 0 0 0
Total| 80 0 0 0 0 0 0 0
ACC 3
|rEJ 4
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(F) PHYSICAL DIMENSION & PROPERTIES
[As Per ASTM D6319
SIZE LENGTH WIDTH THICKMNESS {mm) BEFORE AGEING AFTER AGEING
(mm) (mm) CUFF PALM FINGER Tensile{Mpa) | Elongaticn (%) | Tensile{Mpa) | Elongation (%)
= 300 85 0.075 0.100 0.145 17.74 590 17.22 650
5 300 84 0.075 0.100 0.140 17 .65 680 17.03 635
M 2495 96 0.070 0.100 0.140 18.01 720 1755 675
M 285 95 0.070 0.105 0.145 18.00 710 17.48 670
M 300 g5 0.075 0.105 0.145 17.55 670 16.96 630
M 285 g4 0.070 0.100 0.140 18.04 725 17.59 675
M 2485 96 0.075 0.100 0.140 17.659 G590 17.10 645
M 300 85 0.070 0.105 0.145 18.00 720 17.51 670
M 295 96 0.070 0.100 0.140 17.77 700 17.26 650
XL 300 105 0.075 0.105 0.140 17.70 650 17.14 650
xS 300 78 0.070 0.105 0.145 17.83 700 17.32 655
x5 285 i7 0.075 0.100 0.145 1791 705 17.43 660
XXL 300 119 0.075 0.100 0.155 17.58 670 16.98 6530
ILength Required: 300 +/-10mm Tensile: min 15.00Mpa Tensile: min 14.00Mpa
[Thickness Requirement: Cuff: 0.07 +/-0.02mm Elongation: min 600% Elongation: min 400%
Palm: 0.10 +/- 0.02mm
Finger: 0.14 +/- 0.02mm
(G) [TQUID FARTICLE COUNTS (counts/cm)
Equfpmenf.‘ Using Liguid Syringe Sampler, érand_' E’MS__ Model# SLS 1500 , Test Method IES-RP-CC005.4
Spec
size | 0.51.0um|1.02.0um| 2050um| 50-10um | 1020um | <20um | TO® | countsiem2
5 1496 .8 ﬁ.ﬁ 398 143 24 1.5 16323 < 2200
M 1623.5 86.1 449 191 3.0 0.6 17732 < 2200
XL 1511 .4 782 426 14 .4 35 1.2 16513 = 2200
xS 1480.6 72.4 39.3 13.7 2.2 0.8 1609.0 < 2200
HXL 16547 91.9 47 2 15.5 a7 1.1 18141 = 2200
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(H) ION CHROMATOGRAPH DETERMINATION (ug/cm®)
[Equipment. fon Chromatograph, Brand. 1050h, Model® 1C-2010, Test Method IES-RP-CC005.4
ANION SIZE
(ugicm?) s M XL XS XXL
Fluoride 0.025 0.030 0.036 0.028 0.023
Chloride 1.076 1.035 1.044 1.03 1.057
|Eromide 0.033 0.029 0.038 0.025 0.030
|nitrate 1.004 1.068 1.025 1.031 1.019
Phosphate 0.690 0.732 0.701 0.676 0.655
Sulphate 0.703 0.664 0.680 0714 0.700
CATION SIZE
(ugicm?) s M XL XS XXL
Sodium 0.024 0.030 0.033 0.027 0.030
|Lithium <0.0005 | <0.0005 | <0.0005 | <0.0005 <0.0005
|Magnesium | <0005 | <0005 | <0.005 <0.005 <0.005
Copper <0.0005 | <0.0005 | <0.0005 | <0.0005 <0.0005
Potassium 0.037 0.031 0.028 0.025 0.034
() NON-VOLATILE RESIDUE DETERMINATION |
Equipment : Using Mettler Toledo instrument mode! UMXZ2 and using IPA, Test Method IES-RP-CC005.4
Parameter SIZE
(ugicm?) s M XL XS XXL
NVR 255 2.39 248 2.33 267
(J) FTIR DETERMINATION |
Equipment: FTIR instrument model FTIR-8400, Test Method IES-RP-CC005.4
_F'arameter SlE
(ugicm?) s M XL XS XXL
Amide Negative | Negative | Negative | Negative Negative
DOP Negative | Negative | Negative | Negative Negative
Silicone Oil [ Negative | Negative | Negative | Negative Negative
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(K) STATUS |
[VISUAL DEFECTS - MAJOR & MINOR |
[VISUAL DEFECTS - BARRIER |
[PHYSICAL DIMENSION & PROPERTIES
[LIQUID PARTICLE COUNTS |
[ION CHROMATOGRAPH |
[NON-VOLATILE RESIDUE |
[FTiR |
(L) CONCLUSION |
Based on the results reported herein, obtained from samples selected randomly accordingly to 1ISO 2895,
the lot inspected having fulfilled all the product specifications, is hereby certified to have complied with the
desired product requirements.

This Certificate has been compiled with data that has been provided by the manufacturer of the product. The
Fisher Scientific Channel has not independently verified such data.

L

Tom Nicholson
Fisher Scientific
Quiality Assurance Department
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