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Ohaus Corporation,19A Chapin Road, PO Box 2033, Pine Brook, NJ 07058 USA

Declaration of Conformity \We, Ohaus Corporation, declare under our sole responsibility, that the
scale models listed below marked with *CE” are in conformity with the directives and standards
mentioned.

Declaracion de Conformidad Nosotros, Ohaus Corporation, declaramos bajo responsabilidad
exclusiva que los modelos de bascules indicados a continuacion — con el distintivo ‘CE’ — estdn
conformes con las directivas y normas citadas.

Déclaration de conformité Nous, Ohaus Corporation, déclarons sous notre seule responsibilité, que
les types de blance ci-dessous cité — munis de la mention “CE” — sont conformes aus directives et aux
norms mentionnées ci-apres.

Models/Type FD3, FD6, FD15
Modelo/Tipo FD3, FD6, FD15
Modéle/Type FD3, FD6, FD15

EC Marking: EC Directive Applicable Standards

Marcado EC Directiva EC Normas aplicables

Marquage CE Directive CE Normes applicable
73/23/EEC EN60950-1: 2001
Low Voltage

Baja fension

c € Basse fension

89/336/EEC EN61326-1:1997 +A1:1998 +A2: 2001
Electromagnetic compatibility

Compatibilidad electromagnética
Compatibilite électromagnetique

For non-aufomatic weighing instruments used in an Arficle 1, 2.(a) application, additional mefrological marking according fo Annex
IV of Council directive 90/384/EEC must be attached to the instrument

Para insfrumentos de pesaje no automdtico usados en una aplicacion descrifa en el Arficulo 1, 2.(a), se debe colocar sobre el
instrumento una marcacion mefrolégica adicional de acuerdo con el Anexo IV de la Directriz del Consejo 90/384/EEC.

Pour les insfruments de pesage non-automatiques utilisés dans une application Article 1, 2.(a), un repérage métrologique additionnel
conforme & I’Annexe 1V de la Directive 90/384/EEC du Conseil doit étre présent sur I'instrument.

90/384/EEC EN45501:1992 »
04 Non-automatic weighing instruments
Om@ Para balanzas no automatdcas

Balances a fonctionnement non automatique

<

Applies only fo certified non-automatic weighing instruments
Applicabile solamente a strumenti di pesatura a funzionamento non automatico
S’applique uniquement aux instruments de pesage @ fonctionnement non automatique approuvés

Date: July 1, 2004

Ted Xia Urs Muller
President General Manager
Ohaus Corporation, Ohaus Europe

Pine Brook, NJ USA Greifensee, Switzerland




Compliance fo the following standards is indicated by the corresponding marking on the product.

El cumplimiento con los siguientes estandares se indica mediante el correspondiente marcado sobre el
producto.

La conformité aux normes suivantes est indiquée par le marquage correspondant sur le produit.

Marking Standard
Marcado Estdndar
Marquage Normes

ULB0950-1 : 2003

AS/NZS4251.1, AS/NZS4252.1

NSF CRITERIA C-2-1983

NSF/ANSI /3-A 14159-1 - 2002

FCC Note

This equipment has been fested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules.
These limits are designed to provide reasonable protfection against harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause
harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off
and on, the user is encouraged fo fry to correct the interference by one or more of the following measures:

e Reorient or relocate the receiving anfenna.

¢ Increase the separation between the equipment and receiver.

e Connect the equipment info an outlet on a circuit different from that to which the receiver is connected.

e Consult the dealer or an experienced radio/TV fechnician for help.

Industry Canada Note
This Class B digital apparatus complies with the Canadian ICES-003.
Cet appareil numérique de la classe B est conforme @ la norme NMB-003 du Canada.

1S0 9001 Registration

In 1994, Ohaus Corporation, USA, was awarded a certificate of registration fo ISO 9001 by Bureau Veritus Quality International (BVQl),
confirming that the Ohaus quality management system is compliant with the ISO 9001 standard’s requirements. On May 15, 2003,
Ohaus Corporation, USA, was re-registered to the ISO 9001:2000 standard.

Registro 1SO 9001

En 1994, Bureau Veritus Quality International (BVAQI) le otorgd a Ohaus Corporation, EE.UU., un certificado de registro ISO 9001 el cual
confirma que el sistema administrativo de calidad de Ohaus cumple con los requerimientos del estdndar ISO 9001. En mayo 15 del
2003, Ohaus Corporation, EE.UU., fue registrada nuevamente al estdndar ISO 9001:2000.

Enregistrement 1SO 9001

En 1994, le Bureau Veritus Quality Infernational (BVAI) a octroyé la certification d‘enregistrement ISO 9001 & Ohaus Corporation, Efats-
Unis d’Amérique, confirmant que le systéme de gestion de la qualité Ohaus éfait conforme aux conditions normalisées de 11SO 9001. Le
15 mai 2003, Ohaus Corporation, Etats-Unis d’Amérique, a été ré-enregistrée a la norme 1SO 9001:2000.
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1 INTRODUCTION

This manual contains installation, operation and maintenance instructions for the FD Series scale.
Please read the manual completely before installation and operation.

1.1 Product Description

The FD Series is an easy-fo-clean and rugged compact scale engineered specifically for hygiene-
orienfed environments and to enhance productivity. With its stainless steel construction, compact size
and food safety approvals, it is ideal for use in sanitary and food preparation areas such as kitchens,
bakeries, restaurants, packaging and processing facilities. Battery operation and a backlit LCD display
make for a portable scale that can be easily carried to various locations and used under a wide range
of lighting conditions. Its fast display update speed, straight forward 4-butfon operation and
configurable checkweighing mode make the FD Series a simple yet flexible scale for general weighing,
portioning and sorting applications. This precision weighing scale will provide years of service when
properly cared for.

1.2 General Features

e Capacity Models: 3kg x .5g / 6lb x .001lb, 6kg x 1g / 15lb x .002Ib, 15kg x 2g / 30 Ib x .005Ib
e Maximum Displayed Resolution 1:6000 to 7500

e Type-approved Resolution 1:3000

e All models meet the requirements of OIML, Class IlI

e Food Safety Certifications: NSF, USDA/AMS

e Stainless steel low-profile enclosure

e Stainless steel weighing pan: 209 x 209 mm (8.2" x 8.2")

Backlit LCD display: 5-digit 7-segment, 19mm (.75") digit height

e Multiple weighing units: kg, g, Ib, oz (decimal or fractional), Ib:0z (decimal or fractional 0z)
e Display update speed: within 2 seconds

e 3-color LED with configurable audible alert checkweigh indications

e 4-button control panel, including dedicated Tare button

e Built-in level indicator and adjustable slip-resistant rubber leveling feet

e Buill-in rechargeable lead-acid battery: 120-hour operation on a 15-hour charge
o Battery status indicator with power-saving Auto-off function

e Gross, Net, Tare operation

o Aufo-zero tracking operation

e Aufo-tare operation

e Enhanced digital filtering

e Connection for accessory Foot Switch for remote tare operation
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1.3 Safety Precautions

For safe and dependable operation of this scale, please comply with the following
safety precautions:

o Verify that the input voltage printed on the AC Adapter’s data label and the plug type matches the
local AC power supply.

* Make sure that the power cord does not pose a potential obstacle or tripping hazard.

e Use only approved accessories and peripherals.

e Operate the scale only under ambient conditions specified in these instructions.

e Disconnect the scale from the power supply when cleaning the scale.

* Do not operate the scale in hazardous or unstable environments.

e Do not immerse the scale in water or other liquids.

e Avoid directly splashing the scale with water or other liquids.

e Do not drop heavy loads on the platform.

e Service should only be performed by authorized personnel.
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2 INSTALLATION
2.1 Unpacking

Unpack and verify that the following components have been included:

e FD Scale e Instruction Manual
¢ Weighing Pan e Warranty Card
e AC Adapter e Weights and Measures Sealing Kit

Save the packaging material. Repack the scale in the original packaging fo ensure safe storage or
transport of the product.

2.2 Installing Components

Place the weighing pan securely over the four load pads on the top of the scale. If using the optional
foot switch, plug the foot switch connection info the appropriate receptacle on the underside of the
scale (refer fo Figure 2-3).

2.3 Selecting the Location

Operate the scale on a firm, level surface. Avoid
locations with rapid temperature changes or
excessive dust, air currents, vibrations,
electromagnetic fields or heat.

Adjust the leveling feet so that the bubble is — Leveling feef x 4
centered in the circle of the level indicator. Level Indicafor

-
@ Figure 2-1. Installing Scale Components.

Figure 2-2. Leveling Indicator.
NOTE: The scale should be leveled each time its location is changed.

2.4 Connecting Power

241 AC Power

Check fo ensure that the voltage printed on the scale’s data label matches your local line voltage.
If this is not the case, DO NOT connect the scale to the power supply. Contact an OHAUS dealer for
assistance.

Connect the AC adapter to the wall outlet. Connect the plug into the power receptacle on the underside
of the scale.

’—--| ’—--|
| T - U

Foot Switch Connector ! il =) ] — Power Receptacle
=g SV
= &=

Figure 2-3. Bottom of Scale.
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Before using the scale for the first time, the infernal rechargeable battery
should be fully charged for up to 15 hours. The scale can be operated
during the charging process. The battery is protected against over
charging and the scale can remain connected to the AC power line.

Plug the AC Adapter into the receptacle marked “Power In” located on the underside of the scale
and allow it fo charge. While the battery is charging, the segments in the battery symbol will
alternately light. When the battery is fully charged, the battery symbol will disappear.

2.4.2 Battery Power

The scale can be operated on the internal rechargeable battery when AC power is not available. The
scale will automatically switch to battery operation if there is a power failure or the power cord is
removed. A fully charged battery can operate the scale for up to 120 hours (with the backlight off)
independent of the AC power line.

During battery operation, the battery symbol will light fo show the current discharge status of the
battery (1 segment = 25% capacity). A flashing symbol indicates that the battery requires recharging.
The scale will aufomatically turn off when the battery is fully discharged.

N\ CAUTION

BATTERY IS TO BE REPLACED ONLY BY AN AUTHORIZED OHAUS SERVICE DEALER.

RISK OF EXPLOSION CAN OCCUR IF REPLACED WITH THE WRONG TYPE OR
CONNECTED IMPROPERLY.

K Dispose of the lead acid battery according fo local laws and regulations.

2.5 Initial Calibration

When the scale is first installed, a SPAN calibration should be performed to ensure accurate
weighing results.  Before performing the SPAN calibration, be sure to have the appropriate
calibration weights. Refer to Section 3.7.1.
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3 OPERATION
3.1 Overview of Parts and Controls

Identify parfs and confrols using ifem numbers from Table 1.

Figure 3-1. Parts.

|

off 9

21 cegp.O@@ie
20t S CLCID S Bk Gy +—10
STABLE -0€ CHECK NET T;E a> .|.|
12

19 18 17 16151413
Figure 3-2. Control Panel.
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Figure 3-3. Display.
TABLE 3-1. PARTS AND CONTROLS.
Item| Description Item |Description
1 Control buttons 20 |Green Accept LED
2 Display 21 |Red Over LED
3 Data Label 22 |Nof used
4 Weighing pan 23 |Minus sign
5 Adjustable leveling feet 24 |Not used
6 Connection for AC adapter 25 |7-segment display
7 Connection for optional foot switch 26 |Fractional ounce symbol
8 Security Cover 27 |Battery charge symbol
9 Power and Zero button 28 |Kilogram unit symbol
10 | Gross/Net/Tare and Unit button 29 |Gram unit symbol
11 | Target/Menu button 30 |Ounce unit symbol
12 | Tare button 31 |Pound:Ounce unit symbol
13 | Tare indicator 32 |Pound unit symbol
14 | Net indicator 33 |Tare indicator
15 | Leveling indicator 34 |Net indicator
16 | Checkweigh mode indicator 35  |Checkweigh mode indicator
17 | Center of Zero indicator 36 |Pound:Ounce separator
18 | Stable indicator 37 |Centfer of Zero indicator
19 | Yellow Under LED 38 |Stable indicator
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3.2 Control Functions

Four multi-function butfons are used to operate the scale.

Button
ON/ZERO
Off
Yes’ No Back Exit
Primary ON / ZERO G/N/T TARGET TARE
Function e Ifscale is off, Momentarily Initiates target * Sefs tare
turns scale on i i
(ShOfT) u 8;22?}@ and seffing mode « Clears fare, if
press e If scale is on, pan is empty
sets zero Tare values
Secondary off Units Menu
Function If scale is on, turns Changes Enfers None
(long press) scale off weighing unit menu mode
Menu Yes No Back Exit
Function ACCGptS current Rejecfs current Revelrfs back to . Imlmedio‘rely
sefting and sefting or menu previous menu exifs menu
advances to the item and item mode
next menu item advances fo the * Aborts
next available calibration
item in progress
Target Shifts to next Increments Accepts current Changes sign
Setting digit value of the displayed value (+/-) of
Function active digit displayed value

3.3 Basic Operation

331 Tu

rning On

With the scale off, press the ON/ZERO Off button. The scale performs a display fest, then displays

Zero.

3.3.2

3.3.3

Turning Off
With the scale on, press and hold the ON/ZERO Off button unfil OFF is displayed.

Zeroing

Remove the load from the pan and press the ON/ZERO Off button to set the display to zero. The
Center of Zero indicator turns on when the measurement is within £1/4 d of the zero sefting.

3.34

Taring

Semi-automatic Tare (Tare Button)

To store or change the Tare value, place an empty container on the pan and press the TARE button.

The Net weight and NET indicator will be displayed.
To clear the Tare value, remove the container from the pan and press the TARE button. The NET

indicator turns off and the gross weight will be displayed.
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Automatic Tare (Refer to Section 3.7.3)

Auto-tare is a convenience feature that automatically tares the inifial weight (such as an empty
container) placed on the empty pan, without having to press the TARE button. The tare value is cleared
aufomatically when the weight on the pan is fully removed.

Remote Tare (Foot Switch)
Taring with the optional foot switch is equivalent to pressing the Tare button.

3.3.5 Displaying Gross, Net and Tare Values

When a tare has been entered, pressing the G/N/T button successively displays the Tare (TARE
indicator turns on), the Gross, and the Net weights (NET indicafor turns on). Affer a few seconds
the scale automatically reverts to displaying the NET weight.

3.3.6 Changing Unit of Measure
Press and hold the Units bufton until the desired unit is displayed. If one of the available units is not
displayed, enable it as described in Section 3.7.4.

3.4 Menu

3.4.1 Menu Structure

The FD Series menu structure consists of three levels: Main, Sub-menu, and Menu item. The Main
menu contains the Sub-menus and each Sub-menu contains several Menu items. Each Menu item
contains two or more seftings.

TABLE 3-2. MENU STRUCTURE.

Main menu mEn

somens [ A Joof SR Jeof  cEAd Jeof  we e  ros
i i i ki

menuiem | seAn | | cEsee | [ -esex | [ cEser | [ cgser
! i ] I ]
[ vwm ) [ twe | [ m ] [ ek | [ o
i i i {
[ End | [ ke ] [ tmmme | [ ek | [ AEe
{ ! 1
[ weer | [ morr | [ unkw | [ End
[ i
[ woe | [ mx | [ we. |
{ ! |
| End | | AcRrE | | Urodk o2 |
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3.4.2 Menu Navigation
Use the four buttons marked with Yes, No, Back and Exit to navigafe through the menus (refer to
Section 3.2).

* Yes - Enters the displayed sub-menu or menu item and accepts the displayed setting.
® No - Skips to the next sub-menu or menu item and changes the displayed setting.

* Back - Goes back to the previous sub-menu or menu item.

o Exit - Immediately exits the Menu mode.

3.4.3 Changing Menu Settings
Enter the menu by holding down the Menu butfton until Menu is displayed. When the button is
released, the first available sub-menu is displayed.

* Navigate to the desired sub-menu using the No button.

e Enfer the sub-menu using the Yes button.

e Navigate to the desired menu item using the No butfon.

e Enfer the desired menu itfem using the Yes button.

e Change the sefting using the No button or accept the setting using the Yes button.

e Confinue navigation using the Yes, No and Back buttons or return to weighing using the Exit butfon.

3.5 Application Modes

Two application modes are available in the FD Series: Weigh and Checkweigh. To enable the
Checkweigh mode, Checkweigh must be turned on in the Mode menu (refer to Section 3.7.5).

3.56.1 Weighing

Determines the weight of an item in the selected unit of measure. The FD Series is shipped with
kilograms (kg) and pounds (Ib) enabled. To enable other units of measure, they must be turned on in
the Unit menu (refer to Section 3.7.4).

3.56.2 Checkweighing
Use this mode to compare the weight of an item to Under and Over target limits. When the checkweigh
mode is enabled, the “CHECK” indicator will turn on.

To set the farget limits, refer to Section 3.6 Checkweigh Target Settings.

Place the sample on the weighing pan. If the sample weight is under the target weight range, the
yellow LED will light. If the sample is within the farget weight range, the green LED will light. If the
sample is over the farget weight range, the red LED will light. The LED indication is complemented by
an audible alert feature (refer to Section 3.7.5).

Normal Checkweighing
Set both targets as positive values, where the lightest acceptable weight is entered as the Under target

limit and the heaviest acceptable weight is entered as the Over target limit. Items placed on the pan
will be compared to the targefs.
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Negative Checkweighing
In *Negative” checkweighing, the part of an item subsequently removed from the pan is checked
against the target limits. This method may be preferred in portioning applications.

o Set both targets as negative values, where the lightest acceptable weight is entered as the Under
target limit and the heaviest acceptable weight is entered as the Over target limit.

* Place a quantity of items on the pan.

 Tare the items.

* Remove a portion of the items from the pan.

e The amount removed will be compared to the targets.

“Zero” Checkweighing
In “Zero” checkweighing, displayed results will show the deviation of the sample’s weight from a

reference or ideal weight. This approach may be more preferred for grading or sorting applications.

o Set the fargets using a negative value (negative tolerance) for the Under limit and a positive value
(positive tolerance) for the Over limit.

* Place the reference weight on the pan.

o Tare the reference weight and remove it from the pan.

* Place the item on the pan to be checked against the reference weight.

e The display will show a negative, positive or ‘0” value if the sample is less than, more than or equal
fo the reference weight, respectively.

3.6 Checkweigh Target Settings

To set the target limits, begin by pressing the TARGET button. The value of the Under target limit will
be displayed first, with the left-most digit blinking.

Note: The scale must be in checkweigh mode to be able fo enfer or modify targef values.

¢ To change the Under target limit, press the No button to increment the flashing digit, the Yes button
fo shift to the next digit and the Exit button to change the sign.

* Press the TARE button to toggle the display between a positive and negative value.

e To accept the Under target limit, press the TARGET button.

o Next, the value of the Over target limit will be displayed, with the left-most digit blinking.

* Repeat the procedure above to set the Over target limit.

e \When the Over target limit has been set, press the TARGET button fo store the seftings and begin
Checkweighing.
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3.7 Scale Settings

Enfer the Menu mode. Proceed to a menu item and use the Yes and No butfons to view and select

available scale seftings. When the desired changes have been made, press Exit to return to weighing.
Refer to Section 3.4 for more information on how fo enfer and navigate the menus.

3.7.1 Calibration sub-menu

Note: Calibration is not available when the scale has been set to Legal for Trade operation (LFT set to
ON in the Setup sub-menu, refer to Section 3.7.2).

Calibration Types — The FD Series’ calibration can be adjusted in two ways, Span and Linearity. Span
calibration uses two calibrafion points to adjust the sensitivity of the scale. Linearity calibration uses
three calibrafion points to correct for non-linear weighing results.

Calibration Weights — Before beginning calibration, make sure that the required calibration weights are
available. The model-specific calibration points are listed in the table below.

TABLE 3-3. CALIBRATION POINTS.

Model | Calibration Unit Span Calibration Points Linearity Calibration Points
FD3 kg 1,2 or 3 kg 1 or2and3kg
b 2,50r61lb 2or4and 6 Ib
FD6 Kg 2,5 0r6 kg 2 or 4 and 6 kg
Ib 5 100r151b 5o0r10and 15 1b
ED15 | Kg 5, 10 or 15 kg 5 o0r 10 and 15 kg
b 10,20 0r 30 Ib 10 or 20 and 30 Ib
Notes:

1. Default calibration points are shown in bold print.
2. Calibration Units kg or Ib are selected in the Setup sub-menu (Section 3.7.2.)
3. ASTM Class 4 or OIML Class F2 weights are required for calibration.
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Span Calibration Procedure

e When CAL is displayed, press Yes to enter the calibration

sub-menu.

e When Span is displayed, press Yes to begin the Span |

calibration process.

e Clear the pan if prompted to do so, then press Yes.

e The display will show *--C--*, followed by the span
calibration weight value.

e |f desired, press No to change to an alternate span
calibration weight value.

* Place the indicated calibration weight on the scale and
press Yes.

e The display will show *--C--*, then “done” and then
revert to weighing. Remove the calibration weight.

Note: The calibration procedure can be canceled af any
time by pressing the Exit button or turning the scale off.

Linearity Calibration Procedure

e When LIN is displayed, press Yes fo begin the linearity
calibration process.

e Clear the pan if prompted to do so, then press Yes.

e The display will show *--C--*, followed by the first
calibration weight value.

e |f desired, press No to change to an alfernate first
calibration weight value.

* Place the indicated calibrafion weight on the scale
and press Yes.

e The display will show *--C--*, followed by the second
calibration weight value.

* Place the indicated calibrafion weight on the scale
and press Yes.

e The display will show *--C--*, then “done” and then
revert to weighing. Remove the calibration weight.

Note: The calibration procedure can be canceled af any
time by pressing the Exit button or turning the scale off.

End
® Press Yes to leave this sub-menu and go to the next.
* Press No fo return fo the fop menu item in this sub-menu.

]
=

R

sean [ CLEA E

,._
3




EN-15

FD Series

3.7.2 Setup sub-menu
Press Yes to enter the Setup sub-menu.

Reset
Press Yes to enter the Reset menu.

e No - does not change the Setup sub-menu settings.
® Yes - resef the Sefup sub-menu to the factory
default settings (bold and underlined text herein).

Calibration Unit
Press Yes to enter the Calibration Unit menu.

® kg - calibrate using kilogram weights.
e |b - calibrate using pound weights.

Legal for Trade
Press Yes to enfer the LFT menu.

o Off - set the scale for non-Legal for Trade operation.
e On - set the scale for Legal for Trade operation.

Note: See section 3.8 for information related to Legal
for Trade operation.

Beeper
Press Yes to enter the Beeper menu.

o Off - beeper does not sound when a button is pressed.
* On - beeper sounds when a button is pressed.

Volume
Press Yes to enfer the Beeper Volume menu.

e Soft - volume of beeper is low.
e | oud - volume of beeper is high.

End
* Press Yes to leave this sub-menu and go fo the next.

® Press No to return to the top menu item in this sub-
menu.

23
]

HES
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3.7.3 Readout sub-menu
Press Yes fo enter the Readout sub-menu.

Reset | rESEE |—>| Na |
Press Yes to enter the Reset menu. 1
e No - does not change the Readout sub-menu settings. yEg

® Yes - reset the Readout sub-menu fo the factory
default settings (bold and underlined text herein).

Averaging Level
Press Yes to enfer the Averaging Level menu.

e Lo - less filtering (faster stabilization time).
e Hi - more filtering (longer stabilization time).

Light
Press Yes to enfer the Backlight menu.

e Off - turn display backlight off.

e On - turn display backlight on.

e Auto - automatically turns the display backlight on when
the scale is active and off affer 5 seconds of inactivity.

Auto Off
oo ROFF
Press Yes to enter the Auto-off menu. I—U

o Off - disable auto off.
e On - turn the scale off after 5 minutes of inactivity.

Auto Zero tracking :
Press Yes to enter the Auto Zero Tracking menu. | Ack |‘_ | ‘d |

® 0.5 d - 1/2 division capture range.

P =1 )
e 1.d- 1 division capture range. 4
e 3 d - 3 division capture range.
o Off - disable Auto Zero Tracking. orr
Auto Tare
Press Yes to enfer the Automatic Tare menu. 1 nFF
o Off - disable Automatic Tare. ALA-E
e On - enable Automatic Tare. O
End

® Press Yes fo leave this sub-menu and go to the next. E‘ "
* Press No fo return to the top menu item in this sub—menu.lII
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3.7.4 Unit sub-menu
Press Yes fo enter the Unit sub-menu.

Reset
Press Yes to enter the Reset menu.

* No - does not change the Unit sub-menu settings.

® Yes - reset the Unit sub-menu to the factory default
seftings (bold and underlined text herein).

Gram unit

Press Yes to enfer the Gram unit menu.
e Off - disable grams.

e On - enable grams.

Kilogram unit
Press Yes to enter the Kilogram unit menu.

e Off - disable kilograms.
e On - enable kilograms

Pound unit

Press Yes to enter the Pound unit menu.
o Off - disable pounds.

e On - enable pounds.

Ounce unit

Press Yes to entfer the Ounce unit menu.
e Off - disable ounces.

e dEC - enable decimal ounces.

e FrAC - enable fractional ounces.

Pound:Ounce unit

Press Yes fo entfer the Pound Ounce unit
menu.

o Off - disable pound ounces.

e dEC - enable decimal pound ounces.

e FrAC - enable fractional pound ounces.

End

® Press Yes fo leave this sub-menu and go to the next.
® Press No to refurn fo the fop menu item in this sub-menu.
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3.7.5 Mode sub-menu

Press Yes fo enfer the Mode sub-menu. MndE

Reset

Press Yes to enfer the Reset menu. | rESEL |—>| Mo |
* No - does not change the Mode sub-menu settings.

® Yes - reset the Mode sub-menu fo the factory uEn

default settings (bold and underlined text herein).

Checkweigh mode
Press Yes fo enter the Checkweigh menu.

o Off - disable the Checkweighing mode.
e On - enable the Checkweighing mode.

Alert
Press Yes to enter the Checkweigh Alert menu.

o Off - disable alert beeping.

e OK - beep when the green Accept light is on.

® |0 - beep when the yellow Under light is on.

e Hi - beep when the red Over light is on.

e | 0-Hi - beep when the yellow Under or red Over light is on.

e Change - beep once when the green Accept light is on, twice
when the red Over light is on.

End

* Press Yes fo leave this sub-menu and go to the next. I:,: ":Id
)

* Press No fo return fo the fop menu item in this sub-

menu.
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3.7.6 Lockout sub-menu
Press Yes to enter the Lockout sub-menu.

Reset
Press Yes to enfer the Reset sub-menu.

e No - does not change the Lockout sub-menu seftings.

® Yes - reset the Lockout sub-menu to the factory default
seftings (bold and underlined text herein).

Lock Calibration
Press Yes to enter the Lock Calibration sub-menu.
e Off - enable changes to the Calibration sub-menu.

e On - lock Calibration sub-menu settings.

Lock Setup
Press Yes to enfer the Lock Setup sub-menu.

e Off - enable changes to the Setup sub-menu.
e On - lock Setup sub-menu seftings.

Lock Readout
Press Yes to enter the Lock Readout sub-menu.
e Off - enable changes to the Readout sub-menu.

e On - lock Readout sub-menu settings.

Lock Unit
Press Yes to enfer the Lock Unit sub-menu.

e Off - enable changes fo the Unit sub-menu.
e On - lock Unit sub-menu seftings.

Lock Mode
Press Yes to enter the Lock Mode sub-menu.

e Off - enable changes to the Mode sub-menu.
e On - lock Mode sub-menu seftings.

End
e Press Yes to leave this sub-menu and go to the next.

e Press No fo return to the top menu item in this sub-menu.
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3.8 Legal for Trade Settings

The FD Series is designed to comply with OIML, EEC, NTEP and Measurement Canada weights and
measures regulations. These approvals may be pending; contact Ohaus for further details about
availability.

Note:
Consult your local Weights and measures office for their regulations before placing the scale info a
Legal for Trade application.

When the LFT menu item setting is On, the following conditions apply:
e The Calibration (CAL) sub-menu is hidden.

e The Calibration Lock (LCAL) menu item is hidden.

e The Auto Zero Tracking (AZt) menu item is sef to 0.5 d.

e |b:0z unit is disabled.

When the weights and measures official has approved the scale for use, it should be sealed using one
of the methods shown in Section 3.9.

3.9 Sealing the Scale

When used in conjunction with the Lockout menu and the security switch, the scale may be
sealed fo prevent or detect unauthorized changes to scale seftings. For Legal for Trade
applications, set the LFT menu item fo ON, set the security switch to the On position, then seal the
scale to prevent access to the metrological parameters. Seal the scale according to the local
weights and measures regulations.

To regain access to the scale settings, break the seal and set the security switch to the OFF position.

|

Security Switch

Figure 3-4. Security Switch Seftings.
Wire Seal Paper Seal
Remove the spacers under the cross drilled Place the paper seals over the screws and
screws. Feed the wire through the cross sealing spacers.

drilled holes.

Wire Seal

Figure 3-5. Sealing methods.
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4 MAINTENANCE

4.1 Calibration

Verify calibration periodically by placing either a ASTM Class 4 weight or an OIML Class F2 weight
on the scale and compare the reading fo the specifications. Refer to Section 3.7.1 for calibration
procedure.

4.2 Cleaning

e Disconnect the scale from the power supply before cleaning.

¢ The housing and pan should be kept clean and free from foreign material.

* Wipe the exferior components of the scale using a soft cloth dampened with water and a mild
detergent (do not use acids, alkalis or strong solvents).

* The leveling feet and load pads may be unscrewed and removed for cleaning.

¢ Do not allow liquids fo enter the scale.

e Remove and clean the pan separately from the scale.

* The pan is dishwasher safe and may be placed with normal loads. All other parts must not be
placed in a dishwasher.

4.3 Troubleshooting

The following table lists common problems, possible causes and remedies. If the problem persists,
contact Ohaus or your authorized Ohaus dealer.

TABLE 4-1. TROUBLESHOOTING.

Symptom Possible Causes Remedy
Scale will not furn on. AC power not connected. Connect scale fo power.
Battery discharged. Connect scale fo power and charge battery.
Battery indicator is low. Battery discharged. Connect scale fo power and charge battery.
Battery fails to charge fully. Battery is defective. Have the battery replaced by an authorized
Ohaus service dealer.
Weight reading does not Unstable environment. Ensure a sfable environment.
stabilize.
Interference under pan. Ensure that the weighing pan is unobstructed

and free fo move.

Change the Averaging Level seffing.

Scale does not display Improper calibration. Calibrate scale.
accurately.
Cannot calibrate the scale. Calibration locked. Set LFT fo OFF in the Menu Mode.

Sef LCAL fo OFF in the Menu Mode.

Set Security switch to the Off position.
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TABLE 4-2. ERROR CODES.

Error Code

Cause

Remedy

Err 1 (Overload)

Load exceeds capacity.

Reduce load.

Err 2 (Underload)

Missing pan.

Install the pan and press the zero
button.

Err 9 (Checksum error)

Configuration data
checksum error.

Service required.

Err14 (Zero error)

Zero limit exceeded
during power up.

Remove load from pan.

Err 21 (Checksum error)

Calibration data
checksum error.

Check menu seftings and recalibrate.
If error persists, service is required.

CAL E (Calibration error)

Wrong calibration weight
values used.

Calibrate using correct calibration
weights.

4.4 Service Information

If the Troubleshooting section does not resolve or describe your problem, confact your authorized
Ohaus Service Agent. For Service assistance in the United States and Canada, please call Ohaus
Corporation foll free at (800) 526-0659 from 8 AM to 5 PM Eastern Time. An Ohaus Product Service
Specialist will be available to help you.

4.5 Accessories
Description
Foot Switch

Part Number
71169633
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5 TECHNICAL DATA
5.1 Drawings

) 209 mm X 209 mm ,
| (8.2in) | | (8.2in.) |
L J ( )
— — 719mm
(2.8 in.)
[ama - r'—u_:l_u_ul ‘|.|I:|‘_|:|.| — T T '| &
| 300 mm |
223 mm ' (11.8in.) '
(8.8.in.)
Figure 5-1. Scale Dimensions.
5.2 Specifications
The specifications apply under the following ambient conditions:
Temperature range: -10t0 40 °C
Atmospheric humidity: Maximum relative humidity 80% for temperatures up to 31 °C

decreasing linearly to 50% relative humidity at 40 °C.

Overvoltage category: Il
Pollution degree: 2

Maximum altitude: 4000 m above sea level
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TABLE 5-1. SPECIFICATIONS.
Model FD3 FD6 FD15
Capacity x Readability 3 kg x 0.0005 kg 6 kg x 0.001 kg 15 kg x 0.002 kg
(Max x d non-approved) 3000gx0.5¢g 6000gx1g 150009x2g
61bx0.001 Ib 151b x 0.002 Ib 301b x 0.005 Ib

96 0z x 0.02 0z
96 0zx 1/4 0z
61b00zx0.10z
61b0ozx1/40z

240 0z x 0.05 oz
2400z x 1/4 0z
151b00zx0.10z
151b 0 0z x 1/40z

4800zx0.1 0z

4800z x 1/4 0z
301b00zx0.10z
301b0ozx1/4 0z

Maximum displayed resolution 1:6000 1:7500 1:7500

Capacity x Readability 3 kg x0.001 kg 6 kg x 0.002 kg 15 kg x 0.005 kg

(Max x e approved) 3000gx1g 6000gx2g 150009 x5 g
6 1b x 0.002 Ib 15 1b x 0.005 Ib 301bx0.011b

96 0z x 0.05 oz
96 0zx 1/4 0z

2400z x0.1 0z
2400z x 1/4 0z

4800zx0.2 0z
4800z x 1/4 0z

Approved resolution 1:3000 1:3000 1:3000
Repeatability 0.001 kg 0.002 kg 0.005 kg
Linearity +0.001 kg +0.002 kg +0.005 kg

Weighing units

g, kg, Ib, oz (decimal/fractional), Ib:0oz (decimal/fractional 0z)

Weight display 5-digit 19 mm high digits, 7-segment back lit LCD display
(with fractional ounce and battery status indicator)
Keyboard 4 - butfon membrane switch

Application modes

Weighing, Checkweighing

Checkweigh indication

3 LEDs (yellow, green, red) with configurable alert beeper

Power

9 VDC 0.5A AC Adapter
Internal rechargeable sealed lead-acid battery

Typical battery life

120 hours with 15 hour recharge time

Tare range

To capacity by subtraction

Stabilization time

Within 2 seconds

Auto zero tracking

Off, 0.5, 1 or 3 divisions

Operating femperature range

-10°Ct0o40°C/ 14 °Fto 104 °F

Storage temperature range

-40°Cto 70 °C/-40 °F o 1568 °F

Approved temperature range

0°Cto40°C/32 °Fto 104 °F

Profection

IP43

Construction

304 Stainless steel housing and platform

Pan size (DxW)

209 x 209mm /8.2 x 8.2 in.

Scale dimensions (DxWxH)

300x223x71mm/9x12x2.8in.

Shipping dimensions (DxWxH)

400 x 320 x 185mm/ 15.8 x 12.6 x 7.3in.

Scale weight

3.6kg / 8.0Ib

Shipping weight

Bkg/ 111b

Note: Product specifications are subject to change without any obligation on the manufacturer.




EN-25 FD Series

LIMITED WARRANTY

Ohaus products are warranted against defects in materials and workmanship from the date of delivery
through the duration of the warranty period. During the warranty period Ohaus will repair, or, at its option,
replace any component(s) that proves to be defective at no charge, provided that the product is returned,
freight prepaid, to Ohaus.

This warranty does not apply if the product has been damaged by accident or misuse, exposed to
radioactive or corrosive materials, has foreign material penetfrating the inside of the product, or as a result
of service or modification by other than Ohaus. In lieu of a properly refurned warranty registration card,
the warranty period shall begin on the date of shipment to the authorized dealer. No other express or
implied warranty is given by Ohaus Corporation. Ohaus Corporation shall not be liable for any consequential
damages.

As warranty legislation differs from state to state and country fo country, please contact your local Ohaus
dealer for further details.





